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parking, and driveways. Include distance B. Foundation and Framing Plans C. Floor Plan F. Structures located in a Very High Fire Hazard be substituted for the pad footings shown Note: The project is not legally complete until
from property lines. Provide one of the following: For carports within six feet of a dwelling, Severity Zone or Brush Management Zones, on the typical framing details. there is an approved final inspection. Call Table A / Minimum Square Footing Sizes (Inches)* Table B / Minimum Rafter Sizes (Inches)
11. Location and ‘_1““6115'0”5 of P"OFOS“}, car- 1. One copy of the City of San Diego standard include a floor plan and show the following governed by the CI_E}' of San Diego’s Brush (858) 581-7111 to schedule inspections. Post ) i
o rt. Include distance from property lines. plan (specifications in this information bul- information: Managagement Ordinances, may need to meet E. When it is desired to connect and support one Spacing N Rafter Rafter Spacing Center-to-Center (Inches) '
12. i‘:::;;’ﬁn and spacing of all posts supporting letin) with the proposed footing sizes, rafter 1. Use and dimensions of all reoms adjacent additional fire protection requirements. side of the carport structure by attaching it TABLES Feel T = :i:rter1szpan1(:eet;5 18 20 (ng:tr; (r.ﬂii,w,(d ..1,_...1p?wm, 1,.,?1.'“.,, rﬁiimﬁ
13. Existing survey hubs, pipes, and similar gizes, and heam zizes hlghhghufd, or, trf the earport. . VIL. CURB CUTS .dlrecﬂy to the .dwnllmg unit, the raf.ter spac- ’[:ables A, B, and C make the following assump- s R T e T e shpaihig] '-,'\-:-aN:\n-;'l shiaiting) Sheailii]
permanently installed property line identi- 2. One copy of (ICC-ES) evaluation reports 2. Size and type of all windows and doors from 4 : p o 21 ing and beam sizes may be as shown in Tables tions: 6 o ol e e G s Oxd Ol ol Dyd
fication, approved plan available from your material those rooms. Cutting the curb, closing an existing curb cut or B and C. However, the main beam may be Roof live load is 20 psf. B 12 12 12 12 12 14 14 14 7 2x4 2x4 2x4 2x4
14. Location of existing curb cuts to be closed supplier, or, le‘“’mg adr ll"e‘_my o2 pu'f’hc bRl l'5f 'eqmlm_" a replaced on the side attached to the dwelling Roof dead load is 7 psf 10 12 12 12 14 14 14 18 16 8 2x4 2x4 2x6 2x6
or altered, and location of new curb cuts. A 3. Three copies of any other plan. These plans D. Permit Application separate permit and must coTply \:m.h ])a\l-k.mg unit with a ledger the same size as the rafters 12 (A2 2iaay A a e e s s 9 2x4 246 2x6 2x6
separate permit must be obtained for new should include a roof framing plan, founda- All projects must be submitted with a Permit regulations Division 5 °_f thi bIE_M(’ _[142‘0':'0!]‘ and fastened to the studs with 3/8” x 5" lag All lumber is to be Douglas fir-larch No. 2 or bet- 14 120 12 140 6 16 a7 718 20 :? g*: gg % ;x:
curb cuts. See Section VI. tion plan, elevations, cross-sections, and Application. Instructions can be found on the See.lnformar.mn B‘ul].etm‘ 165, “How to tham screws spaced at 16" maximum on center. See ter (repetitive member use): 16 1214 14 16 18 18 20 20 12 2:6 o6 26 2§8
P aE s ] i conneetion details. reverse side of the application. If you intend to A\Right-of-\:pa 7 Permit for Standard Public Im- Figure 7. Carport l:af_ters may no_t. be sole%y F, =900 psi ;g :i 1: ;‘g }g ;g gg Sg gi 13 %6 b %8 2%8
,It‘.hlb I(Iérfg;l}atéoélgﬁhmd']dble from the Records Sec obtain your permit on the same day as plan re- provements. supported by the existing rafter tails or fascia F, =180 psi 14 2x8 2x6 2x8 2x8
ion, (€ 3-5200. - T = :
- view, the application must be fully completed. of the house. E = 1,600,000 psi *See dimension “A” on “Fi 5 15 2x6 2x8 2x8 2x10
> Fa -, = ol ~ rCOTIRTC = : i 3 - .= gure
Note: there are no exceptions to the Workers' Vil (fUNb_TR,Jf’TION .b?li.(,l_[ lc{leO_NS o Soil bearing pressure is 1,500 psf minimum. 16 2x8 2x8 2x8 2x10
Compensation Insurance requirements. Ifthe l'otl_low“;g axs. Lhet"nmmum canstruction specifi- F. Specify roof covering (shingles, shakes, ete.) If the above information differs, values in the :: g:: % gﬂg g"j‘g
i ; it roperty owner is doing the construction work GAMONS LK CATPOTLS: When submitting plans. If nominal one-inch- tables must be adjusted. L A i ' : i %
st L nI)Jr iE hil%ing a I’ll.lll'lb&:]‘]:rdifﬁ-!r(-‘!llt contractors, A. The C?nc]‘m'ﬁ mix for Fo-:-t-i:1g;sﬂmus.ft mffef' SR thick |':Jol"sheai.h=i,t1}i{ is used, the roof may have ; 1 ?ﬁg&]eklsenfmcmg i L ;g g:g 318 gﬂg gﬂg
Survey marker a separate Owner-Builder Verification form pressive strength of e= 2,500 psi minimum. rafters spaced not more than 327 on center. If
>j must be signed by the owner at the Develop- i . . ) o plastic roof coverings are used, installation
O \ ment Services Department before the permit B. Lumber must be Douglas fir-larch No. 2 or must be according to manufacturer’s recom- .
) better. All lumber must be grade-marked. mendations and the corrugations must be ! Deflection base on L/360 (LL only)
T Joists, girders, and posts may be required to T e Y e o . * Load Duration Factor = 1.
15" be protected axainst decay and termites (CBC placed perpendicular to and across the sup-
VI. ADDITIONAL REGULATIONS protected against decay and termites ( orts. Roof systems shall be sloped 1/4 inch
A. If carport posts are to be located less than five Section 2304.11) ?n 12 inches f;r dt’ai‘_;mge. b
o feet (1524 mm) from the property line, and
- 3 [— — 5 zoning regulations permit the closer location, C. The post anchorage and bracing details shown
the carport must have a one-hour fire-resis- on the following pages have been approved by G. Post size is based on the height of the deck
tive wall extending to the underside of the the City of San Diego for carports. floor above finished grade {(at the highest
farp@l'l-_ghezl-hlllg on 11-_118 I?;;Oggﬂ-q‘}’ lljtlﬂee%lg? 1. Posts must be anchored at the lower end point):
Existing single dwelling Property line g provice LSl PIOVECUION Lolns Sau e and must be braced at the upper end us- 0 to 8 feet high: 4x4 minimum, Table C / Minimum Beam Sizes (Inches
unit e No openings shall be permitted in this wall if ing anv of the details shown in Figure 3. 8 to 10 feet high: x5 minimum ( )
carports posts are to be located three feet or £ any g Post
oo ir to r;h"e i e e Decorative-type bracing may be substituted Spacing
60’ be ;equli ] prfr Sgc':r.ign 704.11. O];Jenilslg.l:_ {Lm&_ if the same resistance to lateral loading is IX. INSPECTIONS (Feet) Rafter Span (In Feet) '2
20 protected and protected) shall not exceed 25% . grovided,} fals . An Inspection Record Card is issued at the time £ J S 10 i 42 16 18 20
of the area of these walls that are between 2. Post anchorage to slabs may be accom- the permit is obtained. The inspector signs this
Proposed three feet (914 mm) and five feet (1524) from _plished with a standard BPPTU\_’CC‘ post bd&‘- card as the construetion is inspected and ap- : :i: :i: :i: :i: jﬁ ::: :ﬁ :i: :i;
20 carport the property line per table 704.8 of the CBC. r11"|.~:'r.alled_ per manufacturer’s instructions. proved. The approved plans, the Inspection Re- 8 ax4 Ax4 4%B 4xB A%6 A%6 A%6 a%6 4%6
The footing must be adequate for the load cord Card, and the permit are important records 10 4x4 4x6 4xB 4x8 4x6 4x8 4xB 4x8 4xB
I"_" B. No fire protection is required for the common applied. See Section X below and Table A. and should be retained. 12 4x6 4x6 4x6 4x8 438 4x8 4x8 4x8 4x10
i I 7 Hween a one- or two- 111 it strue- * : SR o . 6x8 6xB 6x8 6xB
o0 wall between a one- or two-dwelling unit struc ) ] A combination permit is active for 180 days. Each
= ture and a carport (Section 406.1.4 Ttem 3). D. The postancl.lorage and bracing details shown inspection scheduled and passed, extends the 14 4x8 4x8 4x8 :E ;:g -'-61:;0 g;lg gﬂg :Eg
on the following pages have been approved by permit 180 days. Permits approaching expiration
T L . , L : 3 e e roach. 16 48 4x8 4x8 4x10 4%10 4x10 412 4x12 Axi4
. When exterior openings required for light the City of San Diego for carports. can be extended under special circumstances. 6x8 6x8 68 6xB 6x10 6x10 6x10 6x10
20 and/or ventilation oceur in the wall of the 1. Posts must be anchored at the lower end Refer to Information Bulletin 117, “Regulation 18 4x8 48 4x10 4x10 4510 4x12 4x12 axla 4x14
dwelling unit beneath the carport roof, the and must be braced at the upper end us- Covering Permit Expiration and Extension”, for 6x8 6x8 6xB 6x10 6x10 6x10 6x12 6x12
minimum height of the carport roof is seven ing any of the details shown in Figure 3. IMoTenniormabont 20 4x8 410 4%10 412 410 4xid 4x14
Driveway feet, measured from the parking surface to the Decorative-type bracing may be substituted 6x8 6x8 6x10 6x10 6x10 6x12 6x12 6x12 6x14
(} ()—. underside of the rafters (CBC 1208.2). if the same resistance to lateral loading is Inspections are required at the following times:
Sidewalk provided.
D. All electrical wiring and equipment must com- 2. Post anchorage to slabs may be accom- A. When footings have been excavated but before ! Deflection base on L/360 (LL only)
X ply with regulations for exterior installation. plished with a standard approved post base concrete is placed, * Load Duration Factor = 1.
| installed per manufacturer’s instruections.
£ 1 E. Carports located in the environmental sensi- The footing must be adequate for the load B. When ledger beams are attached to an existing
_/ 50" tive ]ﬁ['ldti and br_ush management zones must applied. See Section X below and Table A. structure, and
Curb r line of comply with sections 143.0101 and 142.0412 of When the load on g“pporﬁng posts does not
——————————————————————— the SDMC. exceed 750 pounds per post, a minimum 3 €. When work is complete.
1/2-inch-thick conerete slab-on-grade may
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+ 2/ Typic Figure 4 / Section View of Carport Fiy vpical Rai hment Details
A / Attached Carport Drip flash/gravel stop 5 Min, R
Rolledftorch - down , or built-up roof 1 Max
| dx. Case 2 / Anchor and Footing Detail
26 Ga. galv. flashing sfrip projection : 3
. Isoletad Pier
Boundary nail
mra | Extended roofing min.
1/2" exterior grade CDX. oy f adge of flashing.
- 2X Roof framing
girder dete N -
| 6" Post—» 1 \ \ M
Postslg:atec”nrni;m o Coluiin biks - _f
post freated wood. N Rolledftouched down
See figure 7 and 8 " . . or buit up roof.
| - 1 ! o 1/2" CDX ply sheathing
o i Natural grade =] ; 2X roof framing
Rafter n. : .
- 2 e gl L i
' La¥e e Kbﬁerx(samedepthasraﬂag
| —6" Min. & b with 3/8” X 5" lag bolt @ 16" O.C.
. " ‘. to top plats.
—#4 top and bottom T
)
Post— Ty sion shall be 12* from end
spacing :i‘i'l‘l'i‘l'lrl'l' i I -
Eh _ \\ Fij ypical Let ils
See figure 5 for footing detail i SIﬂ'Idial;:nter_ 5 n'rl'gr
’ ; : ength was
see Figure 5 fooling details 5' Min, A ?&ma boﬂ!\?:jlh nut asl
B/ Detached C rt .
v WITHIN VERY HIGH FIRE HAZARD SEVERITY ZONES OR CITY of SAN DIEGO BRUSH S S Drip flashigravel stop————— 1 Max. support.
IENT ZONES MAY BE SUBJECT TO ADDITIONAL REQUIREMENTS Rolladforch - down , or bulk-up roof projection.|
Boundary nail fith hanger
1/2" exterior grade CDX. .
+3/ Post-t on 2 X Roof framing o
Beam hanger  siope (1/4"/ 12" TP
/ Connect ion Case 2/ Interior Condition | ®
A 1 7
gauge steal 7 ®
rach side with AEE-mved post cap or 7 gauge steel L' straps, Beall L See post T % ;
3, 8" along beam, 1/2" wide each si&w‘rh (4) 5/8" diameter 2X Blacking @ 4' 0" O.C, to girder [ [ 16" 16" [
1 bolts, 8" along beam, 12" along post. § e - -
7 l [ee =2] l 7 S Flowe 7 Min. 12 0" Max.
| ety | |
o +—4 X 4 Post
L 18" Min. minimum
NOOD CARPQI WITHIN VERY HIGH FIRE HAZARD SEVERITY ZONES OR CITY of SAN DIEGO BRUSH
/"—‘\ | MENT ZONES MAY BE SUBJECT TO ADDITIONAL REQUIREMENTS
T :'E
Flortap-&o-boltom % =
all post-to-beam b .
ght exceads 40", L n L Note: Thi - " mﬁf 1’21 Goncrete slab figure 5 for —IN—
: This exam us most common case. i i
diameter lag bolts i ookng Seta
2 & bottom (typical) WOOD PATIO COVERS IN AREAS WITHIN VERY HIGH FIRE HAZARD SEVERTTY ZONES OR CITY of SAN DIEGO BRUSH
MANAGEMENT ZONES MAY BE SUBJECT TO ADDITIONAL REQUIREMENTS

SPECIFICATIONS: CARPORTS - IB 205
PROJECT NAME -
ADDRESS

DEVELOPMENT SERVICES DEPARTMENT | PROJECT NO.

SHEET __OF ___ SHEETS




